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A. STATEMENT OF TECHNICAL RATIONALE AND JUSTIFICATON

l. INTRODUCTION

This proposed global technical regulation (gis)ablisheghe criteria on location, identification
and operation of motorcycle controls, tell-tales @mdicatorswhich isdetermined to be critical
for safety by GRSG Working Party. The objectivela proposal is to reduce the safety hazards
caused by rider distraction. Specifically, thepgmsal is intended to reduce distractions resulting
from an error in control selection or inconsisteitgraphical representations @dmmandsgell-
tales and indicatorfsom one motorcycle to another.

One of the main purposes of this proposal is tadgiedize and harmonizesmbelsmarkings

|dent|fy|ng controls teII tales and |nd|cat04&}&e*peetd4ha{enﬁ%mstandard{%a{+en—symbol

One way of
domq this is throuqh the use of svmboﬁs clear advantage of symbols or pictograms, over

wording is that symbolsonce they have been taught to and have beennisedgby the target
group, to overcome language barriersFravellers-Drivers musthall be able to operate
motorcycles safely, even if they cannot understaedanguage of the country they are visiting.
Recognition that is independent of languagedsessaran advantagé a global motorcycle
market.

Furthermore, some Contracting Parties have mone ¢ime official language and require that
motorcycle safety information be presented in dfical languages. This could result in a
requirement to provide a language selection fundiiodrivers or a means to display wording in
all official languages, which would be difficult @pace-limited dash panels.

Symbols arearone of theefficient way of communicating information to drivers. The
consistent use of a selected symbol in all new mgtdeswetd-will _increase its recognition.
Symbols have the potential teduce-driverconfusion-arsimplify motorcycle desigmand, once

tauqht and recoqnlsed to reduce driver confus@ihe—symbel—app#eaeh—s—alse—kkely—te be

When implementing this global technical requlationo national legislation, Contracting- - - | Mis en forme : Retrait : Gauche : 0
Parties may define other operational requirememas tthose given in this global technical cm, Premiere ligne : 0 cm, Taquets de

. tabulation : 0 cm,Gauche + Pasa 2,5
regulation. cm

The symbols in this global technical regulation &esed on the 1SO 6727 standard of the
International Organization for Standardization ()SO his set of symbols was selected because
it is currently used internationally and is acceptey most manufacturers and Contracting

Parties. It is the intention that for any new syisbexdded to the GTR, should have undergone
ISO recognition studies to ensure a full and glamshprehension of the symbol.

Il PROCEDURAL BACKGROUND

During the XXX session of GRSG in 2002, IMMA propds the development of ECE
Regulations regarding controls, tell-tales anddattrs.
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It had been agreed that there was a need to hazentiveé way in which motorcycle controls, tell-
tales and indicators are installed and identifeatt] establish a commonality in the world-wide
use of the symbols, which would justify the deypef@nt of a global technical regulation.

M. DISCUSSION OF ISSUES ADRESSED BY THE GTR (SYI@BS)

It has been argued that the meaning of some synibaist immediately clear and that riders
would have to consult the owner's manual to disctiveir meaning. It is agreed that Safety
symbol recognition should be part of learning pescéo ride a motorcycle. By standardizing
symbols around the world, the GRSG Working Party pvovide riding schools and evaluation
organizations with a standard from which it will pessible to educate and test new riders. The
riding population would be informed of the meanofghew symbols as they are added. In fact,
it is expected that the global technical regulatitzelf could improve the communication of
safety symbols to the riding public. Contractingtlea have a responsibility to inform their
populations of the seff requirements.

GRSG Working Party has successfully obtained agesernn most of the criteria for the
location, operation.illumination and position of the controls and displ One issue regardinf
the use of certain symbols remainsTo @ddress this issue, the global technical regulation
proposal calls for inclusion of a table that will identify 32 functions determined to be essential
for safety. Each of these functions will be associated with a symbol. The current global
technical regulation defines some mandatory symbols based on the IO standard. This was
determined appropriate as all these symbols are already accepted by most Contracting Parties.
Theremaining safety symbolswill need to be selected by the Contracting Parties on the basis of
their applicability to motorcycles and their global recognisibility to allow for harmonization of
the symbols, tell-tales and indicators.)

V. EXISTING REGULATIONS, DIRECTIVES AND INTERNATIQNAL
VOLUNTARY STANDARDS

GRSG followed the recommendations of paragraph f4TRANS/WP29/2002/882. In the
absence of a UNECE Regulation under the 1958 Ageaeor a global technical regulation in
the compendium of candidate global technical regna, GRSG has considered the documents
listed below:

- EC Directive 2009/80/EC — Identification of cauif, tell-tales and indicators as amended by
Commission Directive 93/91/EEC;

displays;-and

- FMVSS 123:Motorcycle controls and dISpl@E&HSpGFt&HOH—P&B?—l—lQl—G@H%FG#S—&h% {

displays
Smndwd—Deeument

- Ganada—Meter—Veh&eleéaie&y—RegmaﬂIMVSR No 123 Motorcycle controls an01 {

- Japan Article 10

Mis en forme : Police :(Par défaut)
Times New Roman, 12 pt

|

Mis en forme : Police :(Par défaut)
Times New Roman, 12 pt

|
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- Japan Article 46

- ECE Regulation 60

GRSG has also considered the UNECE Regulation @@&ldped in the framework of the 1958
Agreement as well as the known voluntary standamishe subject listed in the proposal,
specifically:

- 1SO 6727-198Road vehicles, Motorcycles, Symbols for controls, indicators and telltales

- 1SO 9021-1988/otorcycles, Controls, Types, positions and functions

All known regulations and voluntary standards ore thubject of the installation and
identification of controls, tell-tales and indicegowere considered during development of the
draft UNECE Regulation. GRSG has decided to usedtituments and standards listed above
as the basis for development of the new globalrieahregulation.

V. REGULATORY IMPACT AND ECONOMIC EFFECTIVENESS

Although this proposal does nepecifyspecify or creat@any measurable threat to motorcycle

safety, GRSG has agreed that there is a need nooh&eidentification, operation and location
of motor vehicle controls, tell-tales and indicators.

Additionally, driver distraction is a significanbitributor to incidents involving motorcycles.
Standardizing controls, tell-tales and indicatomild reduce driver distraction, resulting in
improved safety for alireteristsoad-users

Since all the symbols prescribed in the global néxdi regulation are currently accepted by most
of the Contracting Parties, the cost is minimalheTglobal technical regulation would ensure
better understanding of safety symbols by rideosirad the world.

Defining the installationoperationand identification of controls and displays is swifficient
importance to warrant this global technical regatat This proposed global technical regulation
is a first step. As other controls, tell-tales andicators get used and get recognition these
would be added to the current list through revisiamd addendums to the global technical
regulation. Table 1 will be updated from time tméi to prescribe more symbols and to further
increase global harmonization.
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TEXT OF THE REGULATION

SCOPE AND PURPOSE

This global technical regulation specifies requiemts for the Iocation]

identification and operation of motorcycle contrdksll-tales and indicators. The
purpose of this global technical regulation is nsw@e the accessibility, visibility,

and recognition of motorcycle controls, tell-talagd indicators and to facilitate
the proper selection of controls under daylight amght-time conditions. The

intention of theglobal technical regulatiomtentionis also to reduce the safely
hazards that would otherwise be caused by the glorerof the rider's attention
from the driving task by mistakes in selecting colst

APPLICATION

This global technical regulation applies to powexen vehicles of category 3-3
s defined in SRthatards driven

on the publichighwaysoads The application of this global technical reguwiatio

other sub-categories in category 3 still needstmbestigated and reviewed.

DEFINITIONS

For the purposes of this global technical regaigtithe following definitions
apply.

"Adjacent, with respect to a symbol identifying a contrd|l-tale or indicator,

means that the symbol is in close proximity to tioatrol, tell-tale or indicator
and no other control, tell-tale, indicator, ideictition symbol or source of
illumination appears between an identification sghdnd the control, tell-tale, or
indicator which that symbol identifies.

"Common spatemeans an area on which more than one tell-taldicator,
identification symbol, or other message may beldigga but not simultaneously.

"Control means any part of the vehicle or a device diyemtituated by the driver
which changes the state or functioning of the vehic any part thereof.

"Devicé means an element or an assembly of elements tospdrform one or
more functions.

“Handlebars” means any part of the bar or barsieoted to the head of the forks

(steering head) by means of which the vehicledersid.

and Dimensions (S.R. 1) (ECE/TRANS/WP.29/1045 anteAd.1)

(http://www.unece.org/trans/doc/2005/wp29/TRANS-WHRD45e.doc))

! (Special Resolution No. 1, Concerning the Commefiriitions of Vehicle Categories, Masse’s
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3.5.1.

“Handlebars: right side” means any part of thedi@bars which, when facing the

3.5.2.

direction of forward movement, lies on the righdesiof the longitudinal median
plane of the vehicle.

“Handlebars: left side” means any part of thedbalpars which, when facing the

3.5.3.

direction of forward movement, lies on the leftesiaf the longitudinal median
plane of the vehicle.

“Handlebars: forward” means any part of the hanallgltying on the side furthest

3.6

from the driver when seated in a driving position.

“Handgrip” means that part of the handlebarghiest from the centre, by which

3.6.1.

the handlebars are held by the driver of the vehicl

“Rotating handgrip” means a handgrip, operating esdunctional mechanism of

3.7.

the vehicle, which is free to rotate around thedielmar when so turned by the
driver of the vehicle.

“Frame” means any part of the frame, chassis atleraf the vehicle, to which is

3.7.1.

attached the engine and/or transmission unit, aridoengine and transmission
unit itself.

“Frame: left side” means any part of the frame Whiwhen facing the direction

3.7.2.

of forward movement, lies on the left side of thaditudinal median plane of the
vehicle

"Frame: right side": means any part of the framéchyhwhen facing the direction

3.8.

of forward movement, lies on the right side of thegitudinal median plane of
the vehicle

“Lever” means any device consisting of an armitgron a fulcrum, by means

3.8.1.

of which some functional mechanism of the vehisleperated.

“Hand lever” means a lever operated by the hantiefiriver;

3.8.2.

Note: Unless otherwise stated, a hand lever isabperby compression, (that is,
movement of the apex of the lever towards the suipgp structure), e.qg. to
engage a brake mechanism or to disengage the chgchanism.

“Foot lever” means a lever operated by contact betwthe foot of the driver and

3.8.3.

a spur projecting from the arm of the lever.

“Pedal” means a lever operated by contact betvileerioot of the driver and a

pad on the lever, so placed as to allow pressubetapplied to the arm of the
lever:
Note: Unless otherwise stated, a pedal is opetayedepression, for example to

engage a brake mechanism.
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3.8.4. “Rocker arm” means a lever, pivoted at or nearcéstre and having a pad d
spur at each end, operated by contact betweernthef the driver and the saigl
pads or spurs.

3.9. “Footrest” means the projections on either sidthefvehicle on which the drive|
places his/her feet when seated in the drivingtioosi

3.10. “Clockwise” means the direction of rotation aroumide axis of the parf]
considered, following the motion of the hands afleck when viewed from the
upper or the outer side of the part considered.

3.10.1 “Anticlockwise” has the inverse meaning;

3.11. “Combined brake” means a system of operation (bgrdmlic action or
mechanical linkage, or both) whereby both the framdl the rear brakes of thie
vehicle are brought into operation at least paytiay the use of only one control

3.125. “Indicatot' means a device which presents information on fthetioning or |
situation of a system or a part of a system, famgxe a fluid level.

3.136. “Tell-tale¢' means an optical signal which indicates the ainaof a device, |
correct or defective functioning or condition, ail@ire to function.

3.147 “Symbol’ means a diagram from which to identify a contmltell-tale or an |
indicator.

4. REQUIREMENTS

4.1 General
A motorcycle, if fitted with a control, tell-taler indicator identified in Table 1,
shall comply with the requirements of this globathnical regulation with
respect to the location, identification, operatidiaynination, and colour of that
control, tell-tale or indicator.

4.2. Location

4.2.1. The controls, listed in Table 1, shall beated so that they are operable and
within in reach of the driver when seated in thigidg position

4.2.2. The tell-tales and indicators listed in EabJ and their identification symbols

shall be located so that they are visible to aairivhen seated in the driving
position, during daylight and night-time driving.ell-tales, indicators and their
identification symbols need not be visible when axtivated.
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4.2.3. The identification symbols for controls/4@les, and indicators shall be placed
on or adjacent to the controls, tell-tales or iatlics that they identify except as

| provided in paragrap#2.4.4.2.5.

4.2.4. Controls for hazard warning lamps, passing andiryivoeam headlamps,
direction indicators and—fersupplementalengine eff-stop, audible warning
device, brakes and clutcimusshall be always accessible to the driver as
primary function of the corresponding contreithout the removal of the
driver's hands from the respective handgrips.

4.2.5. - Paragraph 4.2.3. does not apply to multi-functiontrols, if:

4.25.1. the control is associated with a multktdisplay, and

4.2.5.2. the associated multi-task display is éstb the driver, and

4.2.5.3. identifies the control with which it issasiated, either graphically or in words,

and

4.2.5.4. all of the vehicle systems for which cohis possible from the multi-function
control are identified on a multi-task display. bSunctions of those systems
need not be shown on the top-most layer of theitragdk display, and

4.2.5.5. does not display tell-tales listed in Eabl

4.3. Identification

4.3.1. Each control, tell-tale and indicator lisiadTable 1, shall be identified by the
relevant specified symbolSmall deviations in the design of the symbols tste
in column 3 of table 1 are allowed.

4.3.2. When implementing this global technical tagan into national legislation,
Contracting Parties may allow the use of suppleargnivordsas-speeified-in
eolumn-2-oftable-In conjunction withor insteadin lieu or with-efany symbol

| 4.3.3. Each additional or supplementary symbol usedhe manufacturemusshall
not cause confusion with any symbol specified ins tiglobal technical
‘ regulation.
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4.3.4. If the control, indicator or tell-tale foneg same function are combined, one
symbol may be used to identify that combination.

4.3.5. All identification symbols for the tell-talgindicators and controlzrovided on
handle bar or instrument clustesusshall be positioned so as to appear to th
driver to be perceptually upright except for anibledwarning device. For
rotating controls that have an "off" position, thisquirement applies to the
control in the "off" position.

4.3.6. Identification symbols shall be provided foe control of each function of the
automatic vehicle speed system (cruise control).

4.3.7. When fitted, each control that regulatesystesn function over a continuous
range shall have identification provided for thaits of the adjustment range. |

4.4, lllumination

4.4.1. At the manufacturer’s option, any control, indigatand their respective
identification symbols may be capable of beingnilimated. If so illuminated:

4.4.1.1. The indicators, their identifications and the idiécdtions of controlsreedshall
not be illuminated when the headlamps are beirghéld or operated as daytime
running lamps.

4.4.2 [Means may be provided for illuminating tell-taleadatheir identification
symbols to make them visible to the driver undedidat and night time driving
conditions]

4.4.23. A tell-tale shall emit light when the malfuncticor vehicle condition it is
desighedmeantto indicate occurs. It shall not emit light at aother time,
except during a bulb check.

4.44 At the manufacturers’ option, the identifioa symbols provided on controls
may be iluminated.

4.5, Colour

45.1. Subject to paragraph#-peint.6., The light of each tell-tale shall be of the|
colour as specified in Table 1.

45.2. The colour of indicators, tell-tales and ithentification symbols for indicators

and controls not listed in Table 1 shall be sekbdby the manufacturer in
accordance with paragraph$43 and 454.4. The colour selectesiusshall |
not mask or interfere with the identification ofyatell-tale, control or indicator
specified in Table 1.
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| 4.5.3. Subject-to-paragraph2.10;Ceolours musshall be selected in accordance with

the following colour code:

45.3.1. red: danger to persons or very seriousadanto equipment is immediate or
imminent;

45.3.2. amber: caution, outside normal operatingtd, vehicle system malfunction,
damage to vehicle likely, or other condition whietay produce hazard in the
longer term;

45.3.3. green: safe, normal operating conditiorcépt if blue or yellow is required by
Table 1.).

45.4, Each symbol used for the identification ¢él&tale, control or indicator shall be

in a colour that stands out clearly against thégamind.

45.5. The filled-in part of any symbol may be eg@d by its outline and the outline of
any symbol may be filled in.

| 476 Common space for displaying multiple messages

actuation of two or more tell-tales, the informatighall be either

| 1. repeated automatically in sequence, or

Except as provided iparagrapht-5-1-Point 3-belowd.6.3, a common space may be used to

show information from any source, subject to tHewing requirements:

- - ‘[Mis en forme : Retrait : Gauche :

4.6.1 The tell-tales and indicators displayed in the camnspace shall illuminate at the
initiation of the condition they are designed teritfy.

4.6.2The tell-tale and indicators that are listed in [Edband are shown in the common space
musshallilluminate at the initiation of any underlying atition.

4.6.3Except as provided iparagrapht-5-1-4peint-4-belowd.6.4, when the condition exists for

/
/

/
/
/
/

0,63 cm

Mis en forme : Numéros + Niveau : 1
+ Style de numérotation : 1, 2, 3, ... +
Commencer a : 1 + Alignement :
Gauche + Alignement : 0,63 cm +
Tabulation aprés : 1,27 cm + Retrait :
1,27 cm

- ‘[ Mise en forme : Puces et numéros

2. indicated by visible means and capable of beingcsetl for viewing by the driver-

undertheconditions-of paragragib-2vhen seated in the driving position

\
\

\
\

\
\

J

Mis en forme : Numéros + Niveau : 1
+ Style de numérotation : 1, 2, 3, ... +
Commencer a : 1 + Alignement :
Gauche + Alignement : 0,63 cm +
Tabulation aprés : 1,27 cm + Retrait :
1,27 cm

{ Mise en forme : Puces et numéros

J
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4.6.4The tell-tales for thébrake system malfunctiprheadlamp driving beam and directior‘]
indicator shall not be shown in the same commogepa

4.6.51f condition of activation exists for the followintgll-tales: headlamp driving beam an
direction indicator are displayed on a common spaitle other tell-tale, theyrusshall have
priority over anything else in the common space.

4.6.6Information displayed in the common space may beeiéable automatically or by the|

driver, except for the tell-tales of headlamp driyibeam and a direction indicator and those
for which the colour red is required by Table 1lshat be cancellable if the condition exists

for their activation.
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Tablel. Symbolsidentifying controls, tell-tales and indicators
No. Column1 Column 3 Column 4 Column5 Column 6 Column7 Column 8 - ‘[Tableau mis en forme
ITEM SYMBOL FUNCTION LOCATION COLOUR DEFINITION OPERATION
1 Supplementa Contro Located on the rigt | - As a means of stopping the engine, alternativee¢arain
engine stop Control handlebar, - - switch or a decompression valve control, the vehichy
control represented by given be equipped with an engine electrical power suppty
words and/or out (Supplemental engine stop).
and-"on"or-"run” -Posilion-of control:on-handlebars: right side
positions Manual decompression-control:
-Position-efcontrol—on-handlebars.
Supplements Jpre—ef—een&Fel—l:ever—e;—re&aﬂng—handgnp—pm
engine stop thatitis combined with-the speed control {righies.
2 control < )
23 | Ignition Contro For a rotary contro | - The device that enables t In the case of a rotary switch, the direction otiooshall - — - ‘[Tableau mis en forme
Switch the "on" position engine to run, and may also | be clockwise from the ignition “off’ position toeh
shall-be clockwise allows operation of other ignition “on” position.
from the "off" electrical systems on a
position. vehicle
34 | Electric Contro -
Starter ( ; )
45 Manual Chok Contro -
I \ I Tell-Tale Ambel
(Optional)
56 Neutral Indicatol -
Indicator N
Tell-tale Greel




MCSYSM-020101 Rev 1 |

on the left handlebar|
for vehicles with a

gear selection

No. Column 1 Column 32 Column 43 Column 54 Column 65 Column 76 Column 87
ITEM SYMBOL FUNCTION LOCATION COLOUR DEFINITION OPERATION
67 | Fuel Tank Contro e The control shall have sarate positive positions for “OFF
Shutoff Valve ' - ray-be-represented-by-the| “ON” and “RESERVE” (where a reserve supply is
Manual - words "On""Ooff*and provided).
Manual -off "Reserve" (or "Res" or The control shall be in the ON position when iinishe
8 Fuel Tank e e direction downstream of the flow of fuel from trenk to the
Shutoff Valve symbels engine: in the OFF position when it is in a direati
Manual - on perpendicular to the flow of fuel, and in the RESHER
position (where applicable) when it is in the diiec
9 Fuel Tank upstream of the flow of fuel.
Shutoff Valve
Manual — In case of a system in which the fuel flow is stegpywhen
Rreserve or the engine is switched off, and if equipped wittpatrol, the
Res or Res symbols and control positions shall be the sanmideatified
for Manual Fuel Shut-Off Control Ne-—Offpesition-is
required.
7 | FuelFank Ceontro - - -
Shutoff Valve . forsystems-in-which-the fue
e B e el
engine-is-switched-off— If
- - - - R e e AT I
U symbols-and control pesitions
for-Manual-Fuel-Shubff
810 | Speedomet: Indicatol -Must-be within-the Shall be legible d& or night
of-the driver-and
shall be legible day
ornight.
911 | Audible Contro on-the-left-handleb: Buttor or switct
warning for-vehicles-with-foot
device operated-gear
(Horn) selection operated
b' R
cluteh-and-on-the
right-handlebarfor
h ) ;
e L |
cluteh.

page 13

“1-- ‘[Tableau mis en forme

1~ ‘[Tableau mis en forme




| MCSYSM-0206401 Rev 1
page 14

control operater
independently of a
hand operated clutcH,
on right handlebar
for vehicles with
gear selection
located on the left
handlebar and
operated in
conjunction with the
hand operated clutch
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Column1

Column 2

Column 3

Column 4

Column 5

Column 6

Column 7

Column 1

Column 3

Column 4

Column 5

Column 6

Column 7

Column 8

ITEM

SYMBOL

FUNCTION

LOCATION

COLOUR

DEFINITION

OPERATION

Driving beam
(Main or
upperbeam)-
Hi

=0

Contro

on the left handleb¢
for vehicles witha
gear selection
controloperated
independently of a

hand operated clutch,

on right handlebar
for vehicles with
gear selection
located on the left
handlebar an&
operated in
conjunction with the
hand operated clutch

Tell-Tales

Blue

Headlamp:
Passing Beam
(Dippedor
dippedBeam)
-Lo

A\
U

Contro

on the left handleb¢
for vehicles with
gear selection
controloperated
independently of a

hand operated clutch,

on right handlebar
for vehicles with
gear selection
located on the left
handlebar an
operated in
conjunction with the
hand operated clutch

Tell-T-tales

Greel

214

Optical
warning
device

Contro

If so equipped, th
control for this
device shall be
located-on-the same
handlebar as the
vehieleadjacent to
the Driving
Beam/Passing Bean

Switch

May be an additional function of t Driving Beam/Passin

Beam Switch

page 15
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No. Column 1 Column 2 Column 3 Column 4 Column 5 Column 6 Column 7
No. Column 1 Column 3 Column 4 Column 5 Column 6 Column 7 Column 8
ITEM SYMBOL FUNCTION LOCATION COLOUR DEFINITION OPERATION
4315 Fog lamps- Contro If one control is use If one control is used r bott front and rear fog lamj,
front B frontrearfog lamp symbol is used.
lamp-symbolis-used
% D Tell-Ttales Greel
1416 Fog lamps- Contro 1f-one controlis use If one control is used for bc front and rear fog lam), frent
rear for-both, frontfog rearfog lamp symbol is used.
lamp-symbolis-used
Q $ Tell-Ttales Ambel
1517 Direction Contro Switch is to be The left and right arrows ¢ The control shall be so designed that, when viefn@d the
indicators located on the switches-or-teltales-may-be | rider’s seat, operation of the left hand portiommvement
handlebar in clear Senrdae], to the left of the control actuates the left sidgi¢ators and

&

view from the
operator's seat and
shall be marked

clearl iteh-i

vice versa for the right side indicators.

<

T {Tableau mis en forme
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Tell-Tales

Greel
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No. Column 1 Column 2 Column 3 Column 4 Column 5 Column 6 Column 7
No. Column 1 Column 3 Column 4 Column 5 Column 6 Column 7 Column 8
ITEM SYMBOL FUNCTION LOCATION COLOUR DEFINITION OPERATION
1618 Hazard Contros Represented by either t
warning direction indicator tell-tale(s)
lightsignal flashing simultaneously, or
by a given triangle symbol.
Tell-Tales Greel
Contros
Tell-Tales Rec
1718 | Position Lamg Contros -Can-be combined wil In the case of a rote switch, operation of the switch in
ighition-control-Represented clockwise direction shall engage, progressivelg,tahicle's
by the given symbols for | position lights and then the vehicle's main ligftsis shall
~ - position lamps, master lamp not prevent the inclusion of additional switch ifoas
- 0 - Tell-Tale Greel control and parking lamp but provided that they are clearly indicated.
- ~ s if all lamps are automaticallyy The light control switch may be combined with thaeiiion
lit when vehicle is in switch if so desired.
operation, no position or | -
1620 | Master Lam Contros master lamp control symbol
need appearClockwise
N 5, oni el
position-lights the
- - Tell-Tale Greet ;
, - ~ N headlights
1621 Parking Lam| Contros
ﬁ Tell-Tale Greel
~ s
2622 Fuel Indicato Indicatol
EB Tell-Tales Hso
eguipped
the Telltales
shall-be

<

<
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No. Column 1 Column 2 Column 3 Column 4 Column 5 Column 6 Column 7
No. Column 1 Column 3 Column 4 Column 5 Column 6 Column 7 Column 8
ITEM SYMBOL FUNCTION LOCATION COLOUR DEFINITION OPERATION
2123 Engine Indicatol
coolning
temperature
~ Fﬁ Tell-TFales Hso
A, equipped
Red
2224 Indicatol {optional
Electrical
charging
Tell-Ttale Lfsa
equipped
Red
2325 Engine Oi Indicatol
q 7 i
Tell-Tales Rec
2426 | Engine Spee Contro The speed of the engine shall be controlled byna-
Control Oen the right operated control.
(cruise handlebar. -Posilion-of control:-on-handlebars: right side.
control) Anticlockwise ~Type ol control: rotating-handgrip-on-handlebars
manipulation Direction of rotation: anticlokwise to-increase
increases speed. The speeeHand operated control.
control shall-be self Anticlockwise rotation increases speed.

i idle-in-a The control shall be self-closing to idle in a dadse
clockwise direction direction after release of the hand unless a velsipted
afler release of the control device is activated
hand-uless-avehicle

speed control device
is activated

<
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ITEM SYMBOL FUNCTION LOCATION COLOUR DEFINITION OPERATION
2527 | Front whee Contro Hand leverocatec Hand leve
brake Oen the right
handlebar.
However, in the casd
of vehicles equipped
with a combined
brake system, the
front wheel brake
may operate
simultaneously with
the rear wheel brake
when the combined
brake systemis
activated
2€28 | Foot real Contro Onthe right side o Notallowed for L1 categor iti :
wheel brakes the frame. vehicles with-pedals-usable | Type of control:-and leveiPedal
controf | 0L formotivepower. | ___
2729 | Hand rea Contro Onthe left Not allowed for vehicles wit | Vehicles equipped with-manually operated cle
wheel brake handlebar. hand operated clutch -Position of control: on frame: right side
controf | | :
2830 | Parking Irake Contro Hand or foot contrc Type-ofcontrelHhand lever or ped
with no special
requirements.
2831 | Clutck Contro If so equipped, . Shall-not-prohibit- the use Hhand leve
control on the left i i he Shall not prohibit the use of devices on the liefe of the

handlebarforward.

vehicle that combine
operations of a clutch and

vehicle that combine operations of a clutch and gekector

gearselector
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No. Column 1 Column 2 Column 3 Column 4 Column 5 Column 6 Column 7 |
| No. Column 1 Column 3 Column 4 Column 5 Column 6 Column 7 Column 8
| ITEM SYMBOL FUNCTION LOCATION COLOUR DEFINITION OPERATION
3€32 | Foot selecto Contro 1f the-vehicle-is Meving-the-forward-partc Vehicles having no-manual clutch con
Manualgear equipped-with-a the-footleverorrockerarm | -Vehicles-equipped-with-riding-pedals-must-andslebi
shift Control manual-aitch;-and shall progressively select thd equippedwith-a-platform-or with-footrests-integrated-into a
gear selection-is gears:upward movement off platform may, conform to the requirement.
perfermed the-ferward-part-foshifting -Position-of-control-on-handlebars-leftside-foriva
independently from to-a-higher gear position-and| -Type of control:-hand lever.
the clutch, the gear downward-movementfor Allothervehicles
selector-ioOn the shifting to-a lower gear -Position-of control: on frame: right side
left side of the frame position.—A-separale, positivg -Type ol cotrol: pedal
“ / it e Foot lever or rocker arm
provided-in-either-the-first-or | Moving the forward part of the foot lever or rocleem shall
second-position-in-the-gear | progressively select the gears: upward movemetiiteof
selection-order(i-e:-N-2-3- | forward part for shifting to a higher gear positimd
4-0r N-1-2-3-4.). For downward movement for shifting to a lower gear posi A
[PTW's less than 200cc] separate, positive “neutral” position shall be fied in either
vehicles;-transmissions-with | the first or second position in the gear selectimier (i.e: 1-
the-following shift patterns N-2-3-4. or N-1-2-3-4.).
B For vehicles with an engine capacity of less tha®c2,
--Retary-pattern-(i.e:- N-2-3- | transmissions with the following shift patterns nigeyfitted:
4-5-N-1.) - Rotary pattern (i.e: N-1-2-3-4-5-N-1.)
--Reverse pattern-where - Reverse pattern, where moving the forward patheffoot
moving-the-forward-part-of | lever or rocker arm shall progressively selectgéars:
thefootlever-orrockerarm | - upward movement of the forward part for shiftioga lower
shall-progressively-seleetthg gear position, and
gears: - downward movement for shifting to a higher geasition
- upward movement of the
forward part for shifting to a
tion._and
—downward-movementfor
shifting to-a higher gear
position
3133 | Hand Selecto Contro 1f the vehicle ic Hfthe-operation-of thecontr | If the operation of the control is through rotatifithe
Manualgear equipped-with-a is-through-rotation-of-the handgrip, the anticlockwise rotation shall progiesg select
shift Control manualclutch—and handgrip;-the-anticlockwise | gears giving an increased forward speed and coglyes a
gear selection-is rotation-shall-progressively | reduced forward speed. A separate, positive “agutr
operated select gears giving an position shall be provided in either the first ecend position
independently from increased-forward-speed-and in the gear selection order (i.e: 1-N-2-3-4... o {2-3-4...).
the cluteh, thegear conversely foraredude For vehicles with an engine capacity of less tha@c2,
selector shall be a forward-speed.—A-separate, | transmissions with the following shift patterns nigeyfitted:
control located @n positive“ neutral position - Rotary pattern (i.e: N-1-2-3-4-5-N-1.)
the left handlebar shall-be-provided-in-either-the - Reverse rotary pattern,
first-or-second-pesitionn-the The rotating handgrip, after gear selection, mayrreto
gear selection order (i.&: neutral position.
N-2-3-4... or N-1-2-3-4...).
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3234 | Automatic or Contro If the vehicle-is
Semi- equipped-with-an
automatic aulomalic or semi
Gear Selector automatic
Control transmission-andior
gearbox, the-control
(ifany) usedto
engage the
transmission-or

be-dOn the left side
of the frame or on
the left handlebar

al

Movement of the foebperated gear selection control in a
case-movementofthe footleverin-arearwarcction-shall
progressively select gears giving an increaseddspeé

conversely fothe selection of gears giving a reduced spegd.

e
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Column 1 Column 3 Column 4 Column 5 Column 6 Column 7 Column 8 -
ITEM SYMBOL FUNCTION LOCATION COLOUR DEFINITION OPERATION
35 Automatic or In-case of engine displacement less than 200 cm3:
Semi-
automatic B e e e e
Gear Selector el e e
Control B e e T e
(continued) speel-and conversely forthe selection-of gears-giang
i . . “ tral”
B e e
2r-mevement-of-thefomperated-gearseleetion
B e
B e Al
B e A et
B e e NI
. t - . A
B L e e TRl
e e e e e
e e
B e
B e
B e I
wely. o : L
progressively; select gears giving-an-inc eased_ ari_
reduced speed.-A-separale, positive “neutral” jewsit
Sha”—be—pmv—lded‘ .
36 Anti-lock Tell-Tale Amber ABS system: Required. B
Brake System
Malfunction
37 Emissions Tell-Tale Amber This (or any similar) symbol
related shall not be used to convey
Malfunction non-emissions related failure
Indicator or operation states
Lamp
Aatilasl - Fel-Fales - Aeay ASS svelemy Beonired -
Brake System
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