Questionnaire - DCAS Phase 3
Please fill in the table indicating need for new requirements, modifications of existing ones, or current DCAS requirements already addressing the specific topic. 
	Topic/Category
	SIM on Highway with withholding HOR
	SIM in non-highway with Hands-On
	Relevant Safeguards

	Monitoring of DCAS by the driver: The driver is able to detect/anticipate wrong actions of DCAS
	· By which means can the driver detect or anticipate a wrong behavior of DCAS?

· How does Hands-Off driving additionally influence the Monitoring?
Adaptive warning times for HOR and EOR (existing req 5.5.4.2.6.5.1., 5.5.4.2.6.5.4.) 

· Is this already addressed by current DCAS requirements?
	· By which means can the driver detect or anticipate a wrong behavior of DCAS?

· Haptic feedback is present and can be used to detect the beginning of a maneuver

· Is this already addressed by current DCAS requirements?
	· Ensure driver is visually engaged prior to and during a maneuver (existing req 5.3.7.2.4.2., 5.3.7.2.4.2.1., 5.3.7.2.4.3.)
· Indicate an upcoming maneuver to the driver (existing req 5.5.4.1.1., 5.5.4.1.9.2.)
· Provide additional feedback when the maneuver is about to start (existing req 5.5.4.1.9.2.)

	Attentiveness: The driver is attentive, aware of the situation and focused on the driving task 
	· How does the driver remain attentive and focused on the driving task?

· How does the driver remain engaged and situationally aware during SIM?

· Is this already addressed by current DCAS requirements?
	· How does the driver remain attentive and focused on the driving task? Also, when involved in HMI interactions?

· Is this already addressed by current DCAS requirements?
	· Ensure driver is visually engaged prior to and during a maneuver (existing req 5.3.7.2.4.2., 5.3.7.2.4.2.1., 5.3.7.2.4.3.)
· Respond to signs of drowsiness (existing req 5.5.4.2.7.) 
· Detect driver behavior indicative of improper behavior/misuse (existing req 5.5.4.2.5.3.)
· Ensure information to the driver is not causing distraction (existing req 5.5.4.1.2.)

	Controllability: The driver can control the vehicle (safely override) as needed
	· How can the driver control the vehicle (safely override) if needed?

· How to ensure appropriate driver’s response after continued/prolonged use?

· Is this already addressed by current DCAS requirements?


	· How can the driver control the vehicle (safely override) if needed?

· Is this already addressed by current DCAS requirements?


	· Ensure maneuver is executed in a dynamically controllable manner (existing req 5.3.7.2.5.1., 5.3.6.1., 5.3.6.1.1.)
· Ensure maneuver is executed with sufficient performance/confidence by the system (existing req Annex 4 test scenarios with pedestrian, cyclist, oncoming vehicle, and cross traffic vehicle)
· Ensure maneuver is only initiated in reasonable circumstances (existing req 5.3.7.2.4.4.) 
· System can intuitively be overridden (existing req 5.3.7.2.4.1., 5.5.3.4.1.4., 5.5.3.4.1.4.1., 5.5.3.4.1.5.)

	Reactiveness: The driver remains aware and ready to intervene even when not contributing to the operational control
	· How can the driver remain aware and ready to intervene even when not contributing to the operational control? And with use of hands-free systems?

· Is this already addressed by current DCAS requirements?


	· How can the driver remain aware and ready to intervene even when not contributing to the operational control? 

· Is this already addressed by current DCAS requirements?


	· For hands-on SIM, the driver is still physically involved and cooperatively steering the vehicle with the system, so there is constant haptic input keeping the driver engaged.
· Strategies for Disengagement Detection and Reengagement support (existing req 5.5.4.2.7.)

· Detect inattentive driver behavior (existing req 5.5.4.2.6.5.5)


