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	I.	Proposal
Insert a new paragraph 6.1.1.9., to read:
 "6.1.1.9.	The requirements of paragraph 6.1.1.3. do not apply to mirrors, if their lower edge is mounted not less than 2 m above the ground when the vehicle is under a load corresponding to its maximum technical permissible mass."
Paragraph 6.2.2.1.2., amend to read:
"6.2.2.1.2.	Edges of fixing holes or recesses of which the diameter or longest diagonal is less than 12 mm are exempt from the radius requirements of paragraph 6.2.2.1.1. above provided that they are blunted. 
The requirements in paragraph 6.2.2.1.1. above shall not apply to parts of the external surface which protrude less than 5 mm, but the outward facing angles of such parts shall be blunted, and are considered save where such parts protrude less than 1.5 mm. For determining the dimension of the projection, the following method shall apply:"
Insert a new paragraph 6.2.2.1.2.1., to read: 
"6.2.2.1.2.1.	The dimension of the projection of a component which is mounted on a convex surface may be determined either directly or by reference to a drawing of an appropriate section of this component in its installed condition."
Insert a new paragraph 6.2.2.1.2.2., to read:
 "6.2.2.1.2.2.	If the dimension of the projection of a component which is mounted on a surface other than convex cannot be determined by simple measurement, it shall be determined by the maximum variation of the distance of the centre of a 100 mm diameter sphere from the nominal line of the panel when the sphere is moved over and is in constant contact with that component. Figure 1 shows an example of the use of this procedure.
Figure 1 
Example for the measurement by maximum variation
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Paragraph 6.2.2.1.3., amend to read:
"6.2.2.1.3.	For parts of the camera and the monitor which are made of a material with a Shore A hardness of less than 60 and which are mounted on a rigid support, the requirements of paragraph 6.2.2.1.1. above shall only apply to the support.
	Edges of fixing holes or recesses of which the diameter or longest diagonal is less than 12 mm are exempt from the radius requirements of paragraph 6.2.2.1.1. above provided that they are blunted."
Paragraph 6.2.2.1.4., amend to read:
"6.2.2.1.4.	For Parts of the camera and the monitor installed outside the vehicle which are made of a material with a Shore A hardness of less than 60 are exempt from the relevant provisions. and which are mounted on a rigid support, the requirements of paragraph 6.2.2.1.1. above shall only apply to the support.”
Paragraph 6.2.2.1.5., amend to read:
"6.2.2.1.5.	The requirements of paragraph 6.2.2.1.1. do not apply to CMS if their lower edge is mounted not less than 2 m above the ground when the vehicle is under a load corresponding to its maximum technical permissible mass. In the case of parts of the camera and the monitor installed inside the vehicle which are made of a material with a Shore A hardness of less than 50 and which are mounted on a rigid support, the requirements of paragraph 6.2.2.1.1. above shall only apply to the support." 
Insert a new paragraph 6.2.2.1.6., to read:
"6.2.2.1.6.	The requirements of paragraph 6.2.2.1.1. do not apply to CMS if their lower edge is mounted not less than 2 m above the ground when the vehicle is under a load corresponding to its maximum technical permissible mass." 
	II.	Justification
1. The proposed amendments shall align the requirements of the different series of amendments of UN Regulation No. 46.
2. In addition, the requirements for components inside and outside the vehicle are to be aligned with the requirements of UN Regulations No. 26 and No. 61.
3. For detailed explanations see the report of the TF UN-R 46 (GRSG-130-32), distributed at the 130th session of the Working Party on General Safety Provisions.
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